
1
illuminated button

1.0 MP
HD camera

3.6 mm
lens

RFID
EM 125 kHz

K E Y  F E AT U R E S

S P E C I F I C AT I O N S

Camera

Resolution 1.0 MP (HD)

Lens 3.6 mm

Night viewing Built-in LEDs

Calling & access

Call buttons 1, illuminated

Card reader RFID, EM 125 kHz

Lock output 12 VDC, 250 mA

Door release time 1, 5, 10 or 15 seconds (selectable)

Installation & power

Wiring 2 wires

Mounting Surface (wall)

Power supply 24 VDC

Consumption 1 W standby / 5 W active

Operating temperature −20 to +55 °C

Dimensions 180 × 94 × 40 mm

Weight 670 g

1 illuminated call button

1.0 MP HD camera with 3.6 mm lens

Built-in RFID card reader, EM 125 kHz

LEDs for night-time viewing

Connects with just 2 wires

Lock output 12 VDC, 250 mA

2 - W I R E  V I D E O  I N T E R C O M

EOS EVDS-01ID
1-button video door panel with RFID and 1.0 MP camera · Code
8931022

You see and talk to visitors through the HD camera, while residents
open the door with an RFID card. It connects with just 2 wires.

2-wire RFID
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